
V-Gard 500 Caps meet all applicable requirements
for a Type I (top impact) helmet as outlined in
ANSI/ISEA Z89.1-2009: Vented (Class C) and 
Non-Vented (Class E). These caps also meet the
ANSI/ISEA Z89.1-2009 voluntary standard for low
temperature [LT] and reverse donning. Look for the
official reverse donning logo            to determine 
if your hard hat may be worn backwards without
voiding approvals.

Vented V-Gard 500 Caps provide cooling vents 
for improved air circulation and comfort, while the
Non-Vented V-Gard 500 Caps provide users with 
Class-E head protection.

Other features include:

5 Glaregard® Surface underbrim to reduce 
reflective glare

5 Lateral contours above ear for easy hearing 
protection integration

5 Rain trough extends all the way around  the brim

Ordering Information
V-Gard 500 Cap Assemblies

Color Style 4-Point Fas-Trac® 
Suspension

6-Point Fas-Trac 
Suspension

White Vented 10034018 10034027

Blue Vented 10034019 10034028

Yellow Vented 10034020 10034029

Red Vented 10034022 10034031

Green Vented 10034023 10034032

Hi-Viz™ Orange* Vented 10034026 10034035

Hi-Viz Yellow-Green* Vented 10074819 10074820

White Non-Vented 10034088 10034097

Replacement Suspension

4-Point Fas-Trac Suspension (61/2–8) 10034966

6-Point Fas-Trac Suspension (61/2–8) 10034967

V-Gard® 500 Protective Caps
formerly Advance® Protective Caps

5
* V-Gard 500 Cap meets the voluntary standard for hi-visibility as prescribed by ANSI/ISEA Z89.1-2009. 
Look for the official hi-visibility marking [HV] on the helmet's ANSI label.

MSA can customize your helmets with your company logo and choice of reflective striping. For more information regarding logos and stripes,
contact MSA Logo Express at 1.800.MSA.LOGO.

Note: This bulletin contains only a general description 
of the products shown. While uses and performance 
capabilities are described, under no circumstances 
shall the products be used by untrained or unqualified 
individuals and not until the product instructions 
including any warnings or cautions provided have 
been thoroughly read and understood.
Only they contain the complete and 
detailed information concerning proper
use and care of these products.
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